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SAFETY:Handle with care. Before and during use, observe all safety labels on packaging and paint containers, consult Material 

Safety Data Sheets and follow all local or national safety regulations.  
 

Flag Paints Ltd. 8 Springfield Road, Burnham on Crouch, CM0 8UA, Tel:+44 1621 785173, Fax:+44 1621 785393 

Grass Line Marking Paint 

 

PRODUCT DATA 

 
Description   
 
A high-quality concentrate grass marking paint. This heavy-duty product is formulated for 
ease of application and is suitable for various types of spray and transfer wheel equipment, 
hand application is also possible for logos and advertising graphics. This product provides a 
dense and bright line that has maximum wearing durability.  
 
Suggested mixing ratios are as follows (a small test quantity is recommended to ensure the 
best mix for your applicator): 
 
Mix ratio first application: 1-part line marking with up to 2-parts water 
Mix ratio over marking:    1-part line marking with up to 4-parts water  
 
Area of use 
  
Exterior. 
 
Substrates 
  
Grass - Football, Rugby, Cricket, Tennis, General Sports on all types of grass playing fields. 
 
Packing 
 
10lt Plastic Pail 
 
Physical Constants 
 
Colours:   White, Blue, Red 
  
Finish:    Matt  
 
Volume solids:   48% 
 
Theoretical spreading rate: 12 sq. metres per litre 
 
Flash point:   N/A  
 
Specific gravity:   1.4  
 
Dry to touch:   1 hours (20°C) 
 
Overcoating time:  2 hours 
 
*The theoretical spreading rate has been calculated for the stated volume solids and dry film 
thickness. A practical spreading rate will depend on the actual dry film thickness, the nature of the 
substrate, and the relevant consumption factor. The physical constants are subject to normal 
manufacturing tolerances. 
  
 
Application Details 
Application method:  Transfer Wheels, Spray Marker 
Thinner:   Water 
Cleaning of tools:   Water 
 
Surface condition       The surface should be stable, firm, dry and free of dust/sand.  
 
Please refer to the Material Safety Data Sheet for further information. 
For additional guidance please contact your local Technical Sales Representative. 
 
Please check colour before use. If using multiple containers please check batch numbers are 
the same. 
     


